Application No.: 10/679,598 

Reply to Office Action mailed January 23, 2007 

TJSTTNG OF THE CLAIMS 

This listing of claims will replace all prior versions and listings of claims in the 
above-identified application: 

1 . (Currently Amended) A sound processing system for use in an automotive vehicle 
of the type which includes at least one door and at least one door-lock, said sound 
processing system comprising: 

at least one sound sensor coupled to said vehicle for receiving sound external to 
said vehicle; 

a sound processor coupled to said at least one sound sensor for comparing said 
sound signals to afirst and second predetermined sets-set of characteristics corresponding 
r n rp n H-iv fl ly tr> firnt nnrl onr.nnH r.nt p .gnri o .n of r.ourid an audible vehicle a ccess code; and 

a door lock control module coupled to said door-lock and to said sound processor, 
said door lock control module configured to unlock said door-lock whe n said sound 
substantially matches said audible vehicle access code . 

2. (Original) A sound processing system according to claim 1 wherein said at least 
one sound sensor is a microphone. 

3. (Original) A sound processing system according to claim 2 further comprising a 
user input coupled to said sound processor and located substantially on said vehicle's 
exterior for activating said sound processor when said vehicle is not occupied. 

4. (Original) A sound processing system according to claim 3 wherein said sound 
processor is activated for a predefined time period. 

5. -6. (Cancelled) 

7. (Currently Amended) A sound processing system according to claim [[4]]I 
wherein said sound processor is further configured to compare said sound to a second 
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predetermine set of characteristics corresponding to external sound comprises an 
emergency traffic alert. 

8. (Currently Amended) A sound processing system according to claim 7 wherein 
further comprising a vehicle occupancy sensor coupled to said soun d processor, said 
sound processor configured to compare said sound signal to said first set of 
predetermined characteristics correspond to an e mergency traffic alert when said vehicle 
occupancy sensor indicates the vehicle is occupied and to said second set of 
predetermined characteristics when said vehicle occupancy sensor indicates that the 
vehicle is unoccupied . 

9. (Original) A sound processing system according to claim 8 wherein said 
emergency traffic alert is a siren. 

1 0. (Currently Amended) A sound processing system according to claim [[6]]3 
wherein said user input comprises at least one door handle. 

1 1 . (Original) A sound processing system according to claim 1 0 further comprising a 
feedback generator for providing a user recognizable response when at least a part of said 
access code is recognized by said processor. 

12. (Original) A sound processing system according to claim 1 1 wherein said 
feedback generator comprises a display. 

1 3 . (Original) A sound processing system according to claim 1 1 wherein said 
feedback generator comprises a light-emitting diode. 

14. (Original) A sound processing system according to claim 1 1 wherein said 
feedback generator comprises a sound generator. 
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1 5 . (Original) A sound processing system according to claim 8 wherein said at least 
one microphone comprises at least a first microphone located proximate a front end of 
said vehicle and at least a second microphone located proximate a back end of said 
vehicle. 

16. (Currently Amended) A sound processing system for use on an automotive 
vehicle of the type which includes at least one door having a door-lock and a door handle, 
said system comprising: 

at least one sound sensor coupled to the exterior of said vehicle for receiving an 
external sound; 

a vehicle occupancy sensor for indicating when said vehicle is occupied; 

an alert generator for notifying an occupant of said vehicle when said external 
sound is an emergency signal; 

a door control module coupled to said door-lock for unlocking said door; and 

a sound processor-eeuple d configured to receive said external sound and coupled 
to said vehicle occupancy sensor, said alert generator, and said door control module for 
comparing said sound to a first set of characteristics if said vehicle is occupied and to a 
second set of characteristics if said vehicle is unoccupied, said sound processor for 
activating said alert generator if said vehicle is occupied and said sound substantially 
matches said first set and for activating said door control module if said sound 
substantially matches said second set and the vehicle is unoccupied. 

17. (Original) A sound processing system according to claim 1 6 wherein said at least 
one sound sensor is a microphone. 

18. (Original) A sound processing system according to claim 17 wherein said sound 
processing system is activated upon actuation of said door handle. 

19. (Original) A sound processing system according to claim 1 8 wherein said sound 
processor is activated for a predefined time period. 
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20. (Original) A sound processing system according to claim 19 wherein said second 
set corresponds to a vehicle access code. 

21 . (Original) A sound processing system according to claim 1 9 wherein said first set 
corresponds to an emergency traffic alert. 

22. (Original) A sound processing system according to claim 20 further comprising a 
feedback generator for providing a user recognizable response when at least a part of said 
access code is recognized by said processor. 

23. (Original) A sound processing system according to claim 22 wherein said 
feedback generator comprises a display. 

24. (Currently Amended) A sound processing system according to claim [[1 5]]\6 
wherein said at least one microphone comprises at least a first microphone located 
proximate a front end of said vehicle and at least a second microphone located proximate 
a back end of said vehicle. 

25. (Currently Amended) A method for providing keyless entry to an automotive 
vehicle and for alerting an occupant of said vehicle of an external emergency sound, said 
vehicle having at least one door equipped with a door lock and door access mechanism, 
said method comprising: 

receiving an external sound; 
determining if said vehicle is occupi e d; 

comparing said sound with a first and second sets of characteristics, said first set 
corresponding to an emergency sound and said second set corresponding to an audible 
access code; 

generating a user recognizable alert if said sound substantially matches said first 
set; and 
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unlocking said door if said sound substantially matches said second set. 

26. (Original) A method according to claim 25 wherein said user recognizable alert is 
a visual alert. 

27. (Currently Amended) A method according to claim 25 further comprising: 
determining if said vehicle is occupied: and 

comparing said sound with said first set if said vehicle i s occupied and with said 
second set if said vehicle is not occupied generating a system activation signal before said 
comparing . 
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